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Kvaser Leaf Light R v2

 73-30130-00921-9EAN:

Kvaser Leaf Light R v2是Kvaser品Leaf Light v2分析的三防版本。
它是一款通道CAN分析，便耐用，IP65等外，防水防可靠性。它可抗震，
抗和抗摔落，分析于Kvaser三防系列品，工作度范-40°C至+70°C。

Kvaser Leaf Light R v2采用准USB2.0接和高速CAN通道，配有9D-SUB
CAN接口，可理准和展CAN文的送和接收，戳精度100微秒。
功能包括和用于源和CAN通道的LED指示。

主要特性：

USBCAN接口
IP65合金外，聚氨酯涂密封
每秒送高8000文，戳100微秒精度
安快速便，即插即用
支持高速CAN (ISO11898-2)，最高可1Mbps
支持11位（CAN2.0A）和29位（CAN2.0B极型）符
USB供
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LED提醒用
100%兼容由Kvaser CANlib的面向其它Kvaser CAN硬件品的用程序
完全兼容J1939、CANopen、NMEA 2000R和DeviceNet
工作度-40°C至70°C

保

保2年。情通用款和政策

助

系support@kvaser.com免得所有品技支持

件

如下接免下技文、件和程序www.kvaser.com/downloads
免提供Kvaser CANLIB SDK件工具包，含Kvaser CAN
分析件所需的所有源。含完整技文和用C、C ++、C＃、Delphi、Java
、Python和VB的大量程序示例
Kvaser公司所有CAN分析共用一件API。
某型分析的程序需更改即可适用于其它CAN分析型
可提供J2534用程接口
可提供RP1210A用程接口
可提供Windows HTML助和Adobe Acrobat格式在技文
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TECHNICAL DATA - KVASER LEAF LIGHT R V2

STATUS Active

GALVANIC ISOLATION Yes

CONNECTOR DSUB 9

WEIGHT (G) 148.0

MSGRATE TX MAX 8000

HEIGHT (MM) 20

OPERATING SYSTEM Win 7,Win Vista,Win 10,Win 8

ON-BOARD BUFFER Yes

PRODUCT GROUPS Leaf

MSGRATE RX MAX 8000

RUGGED Yes

# OF CAN CHANNELS 1

LENGTH (MM) 200

ERROR FRAME GENERATION No

PROMOTIONAL_TEXT IP65防，通道 USB 到 CAN 适配器。

OPERATING TEMPERATURE RANGE (C) -40 ℃ to +70 ℃

SILENT MODE No

TIMESTAMP RESOLUTION (US) 100

SOUND No

ERROR COUNTERS READING No

CERTIFICATIONS CE,RoHS

The information herein is subject to change without notice


