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Kvaser OBD II Extension Cable 5m

 73-30130-00301-9EAN:

Kvaser OBD II延5米，久耐用，配有公母OBD II接。由高量塑橡制成，
具有卓越的伸性和性。所有引已接好。

主要特性

模OBD II (SAE J1962)公接，B型（24伏）。
模OBD II (SAE J1962)母接，B型（24伏）。
材耐用型塑橡。
OBDII接引金确保密接触。
端加一120姆端阻。
提供其他度。
符合RoHS准。
可在CAN接口OBD2接上省耗。

保修

2年保修。情一般性款和政策。
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助

系 取免品技支持。support@kvaser.com
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TECHNICAL DATA - KVASER OBD II EXTENSION CABLE 5M

MINIMUM BITRATE (KBPS) N/A

STATUS Active

HEIGHT (MM) N/A

ERROR COUNTERS READING No

API, FREE

SILENT MODE No

ON-BOARD RX BUFFER No

CURRENT CONSUMPTION

CONNECTOR

ON-BOARD BUFFER No

# OF CAN CHANNELS 1

PC INTERFACE Cable

CAN FD No

ERROR FRAME DETECTION No

PRODUCT GROUPS Cable

API, LICENCED

RUGGED No

OPERATING SYSTEM Win XP,Linux,Win 7,Win Vista,Win 10,Win 8

EMBEDDED SCRIPT No

CERTIFICATIONS CE,RoHS

MSGRATE TX MAX N/A

LENGTH (MM) 5000

MAXIMUM BITRATE (KBPS) N/A

MSGRATE RX MAX N/A

TIMESTAMP RESOLUTION (US) N/A

SOUND No

ON-BOARD TX BUFFER No

WIDTH (MM) N/A
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ERROR FRAME GENERATION No

GALVANIC ISOLATION No

CLOCK SYNC No

CIRCUIT BOARD No

OPERATING TEMPERATURE RANGE (C) -30 ℃ to +85 ℃

CASING MATERIAL 耐用型塑性橡

NETWORK CHANNEL(S)

WEIGHT (G) 600.0

IP CLASS

The information herein is subject to change without notice


