KVEASER Kvaser Leaf Light HS OBDII

Kvaser Leaf Light HS OBDII

EAN: 73-30130-00402-3

NOTE:TheKvaser Leaf Light HS OBDII(73-30130-00402-3)has been marked "
Not For New Designs". Existing customers are encouraged to migrate to the
Kvaser Leaf Light HS v2 OBDII (73-30130-00732-1). For more information,
please contact us.
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I{VEASER Kvaser Leaf Light HS OBDII

TECHNICAL DATA - KVASER LEAF LIGHT HS OBDII

ON-BOARD RX BUFFER No
ON-BOARD BUFFER Yes
MSGRATE TX MAX 8000
OPERATING SYSTEM Win XP,Win 7,Win Vista,Win 8
EMBEDDED SCRIPT No
SILENT MODE No
ON-BOARD TX BUFFER No
ERROR FRAME DETECTION Yes
SOUND No
WIDTH (MM) 25
ERROR COUNTERS READING No
OPERATING TEMPERATURE RANGE (C) 20 °C to +75 °C
API, LICENCED None
TIMESTAMP RESOLUTION (US) 100
RUGGED No
NETWORK CHANNEL(S) 1 x CAN HS
WEIGHT (G) 100.0
CONNECTOR J1962
LENGTH (MM) 100
PC INTERFACE USB
GALVANIC ISOLATION No
API, FREE Kvaser AP, J2534, RP1210
MSGRATE RX MAX 8000
IP CLASS N/A
CERTIFICATIONS RoHS
HEIGHT (MM) 20

Kvaser

Aminogatan 25 A SE 431 53 MéIndal SWEDEN
Kvaser Europe AB

Telephone: +46 31 886344

Email: sales@kvaser.com
https://www.kvaser.com/

© 2024 Kvaser



KV=ASER Kvaser Leaf Light HS OBDII

ERROR FRAME GENERAITION No
MAXIMUM BITRATE (KBPS) 1000
MINIMUM BITRATE (KBPS) 5
# OF CAN CHANNELS 1
STATUS Obsolete

CASING MATERIAL -

CLOCK SYNC No

The information herein is subject to change without notice
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