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Kvaser BlackBird SemiPro HS

 73-30130-00441-2EAN:

Kvaser Blackbird SemiPro是一款大而活的解方案，用以取代在 CAN
上的操作．人本和智能手机等移品新 的CAN接方法．

Kvaser BlackBird SemiPro 是一款高性能透通技和CAN技融 
合在一起的革命性品．能提高CAN网的移性和大网的覆范．

主要特性：

具接口和USB接口

支持网802.11b/g

加密功能：WPA2/WPA/WEP128/WEP64

支持AdHoc和Infrastructure接模式，适合公/私人网

使用准USB接口，可作USB-CAN分析使用
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支持11位(CAN2.0A) 准和29位(CAN2.0B)展

支持安模式(Silent Mode)，不干扰据

戳精准度高25微秒

隔离，保CAN芯片和硬件

Ip67防，采用量型合金

均使用聚氨酯复合材料，适合各极端的工作境

品附50 厘米 (19.7 寸) CAN

立工作7V到36V直流
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TECHNICAL DATA - KVASER BLACKBIRD SEMIPRO HS

MSGRATE RX MAX 15000

ON-BOARD TX BUFFER Yes

ERROR COUNTERS READING Yes

CIRCUIT BOARD No

WIDTH (MM) 30

INVENTORY Call Us

API, FREE Kvaser API, J2534, RP1210

ON-BOARD BUFFER Yes

PRODUCT GROUPS Blackbird

RUGGED No

LENGTH (MM) 170

SILENT MODE Yes

# OF CAN CHANNELS 1

HEIGHT (MM) 20

MSGRATE TX MAX 15000

CASING MATERIAL

PC INTERFACE WiFi

CURRENT CONSUMPTION

EMBEDDED SCRIPT No

ERROR FRAME GENERATION Yes

ON-BOARD RX BUFFER Yes

CERTIFICATIONS CE,RoHS

OPERATING TEMPERATURE RANGE (C) -30 ℃ to +85 ℃

IP CLASS IP65

NETWORK CHANNEL(S) 1 x CAN HS

STATUS Obsolete

OPERATING SYSTEM Win XP,Win 7,Win Vista,Win 10,Win 8

CONNECTOR DSUB 9
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SOUND No

GALVANIC ISOLATION Yes

CLOCK SYNC Yes

MINIMUM BITRATE (KBPS) 5

WEIGHT (G) 200.0

CAN FD No

MAXIMUM BITRATE (KBPS) 1000

TIMESTAMP RESOLUTION (US) 25

API, LICENCED

ERROR FRAME DETECTION Yes

The information herein is subject to change without notice


