@ Kvaser BlackBird SemiPro HS/HS

Kvaser BlackBird SemiPro HS/HS

EAN: 73-30130-00453-5

Kvaser Blackbird SemiProjg—z KIMmiGH#g 75 2= H UEURTE CAN
R E AR TR T ER ST IICANELTTIE.

Kvaser BlackBird SemiPro s&—ik &M REE BB AICANH; Hil
EE—HERY A M S BEFE I CAN RIS HE R A AR B TG

EERE:

* BEMMUSBE

T RE802.11b/g

RS - WPA2/WPA/WEP128/WEP64
FHiAdHocHInfrastructured i L &SN/ F A« {HHKEUSB
1, A[EUSB-CAN > M1{#

Y E1{7 (CAN2.0A) #EFI29117 (CAN2.0B) &

SFFLE A (Silent Mode), S LI

BREUHERE = 25040

b RCAN AR

Kvaser

Aminogatan 25 A SE 431 53 MIndal SWEDEN
Kvaser Europe AB

Telephone: +46 31 886344

Email: sales@kvaser.com
https://www.kvaser.com/

© 2024 Kvaser



% Kvaser BlackBird SemiPro HS/HS

* Ip67f R ER &%

s YFMERARRESME &S &RIEN TIFEE « S50 EX 19.7 ~F
) CAN

* 3V T{ETVEI36VHEI

Kvaser

Aminogatan 25 A SE 431 53 MIlndal SWEDEN
Kvaser Europe AB

Telephone: +46 31 886344

Email: sales@kvaser.com
https://www.kvaser.com/

© 2024 Kvaser



% Kvaser BlackBird SemiPro HS/HS

TECHNICAL DATA - KVASER BLACKBIRD SEMIPRO HS/HS
NETWORK CHANNEL(S)

CLOCK SYNC No
RUGGED No
PC INTERFACE WiFi
# OF CAN CHANNELS 2
IP CLASS P65
TIMESTAMP RESOLUTION (US) 25
ERROR COUNTERS READING No
MSGRATE RX MAX 15000
OPERATING TEMPERATURE RANGE (C) -30 °C to +85 °C

OPERATING SYSTEM
WEIGHT (&) 190.0
PRODUCT GROUPS

MINIMUM BITRATE (KBPS) 5
API, FREE Kvaser API, J2534, RP1210
CIRCUIT BOARD No
ON-BOARD TX BUFFER No
CONNECTOR DSUB 15
CERTIFICATIONS

SOUND No
LENGTH MM) 220
ON-BOARD BUFFER No
GALVANIC ISOLATION No
WIDTH (MM) 30
MSGRATE TX MAX 15000
SILENT MODE No

Typical values are: 400mA if powered from
the USB (~5V). 1.4W for single channel

CURRENT CONSUMPTION powered from the CAN bus. 1.8W for dual
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channel powered from the CAN bus. 2.2W for
three channel powered from the CAN bus.

CASING MATERIAL
ON-BOARD RX BUFFER No
API, LICENCED

ERROR FRAME GENERATION No
STATUS Obsolete
MAXIMUM BITRATE (KBPS) 1000
ERROR FRAME DETECTION No
EMBEDDED SCRIPT No
CAN FD No
HEIGHT (MM) 20

The information herein is subject to change without notice
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